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USB3.1 TYPE-C CABLE
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1000±20mm
500±20mm7001309

7001315
6060015 1500±20mm

(7/0.08TC*1P+AM)*4PCS+7/0.08TC*1P+7/0.08TC*4C+34/0.10TC*2C+AM
+PVC, OD:4.5±0.2mm, COLOR: BLACK

High Speed USB3.1 Cable AWM STYLE 2725 80  C 30V VW-1

USB 3.1 TYPE-C MALE, GOLD PLATED PIN, NICKEL PLATED SHELL

USB 3.1 TYPE-C MALE, GOLD PLATED PIN, NICKEL PLATED SHELL
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Size: 70*15mm

www.m-cab.de Made in China

Made in China

Item: 7001309

USB-C 3.1 Sync u. Lade Anschlusskabel, 
St/St, 0.5m, schwarz

Vienenburger Str.5, D-38690 Goslar, www.m-cab.de
the easy way to connect!     |   Made in China

SKU: H192151

USB-C 3.1 connection cable, C-C, m/m, 0.5m, 
black, sync/charge
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Electrical properties:
NOTES:

1. 100% open and short test.
2. Pass Total Phase Advanced 
    Cable Tester test.
3. The maximum current: 3A(1M)
4. Conductor resistance: 3 OHMS.
5. Insulation resistance: 10M OHMS.
6. Hi-Pot: DC200V/0.01/S. 

ROHS 2.0 and REACH compliant.
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